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|dentification Plate Requirements

*NIST Handbook 105-3 (February 2010)
*Section 4.3 Identification Markings



Section 4.3.1

4.3} Identification Placement

[dentification information shall be engraved, embossed, or affixed by some other permanent
means directly on the standard or on a metal plate that is permanently attached to the standard in
an area that is relatively protected from damage or normal wear. All lettering shall be
permanent, durable, weather resistant, impervious to the liquids the volumetric field standard is
intended to measure, and of a contrasting color to that of the background. This information
(however placed) should be either laminated or coated with a clear protective coating to preserve
its legibility indefinitely.

NOTE: The permanence of adhesives used to attach data plates to volumetric field standards has
proven to be problematic in the extreme conditions under which these standards are often used.
Therefore, the data plate must be attached by weld, solder, or another means that is more
permanent than adhesives.




Section 4.3.2 Content

* 4.3.2.12 Nominal Capacity
* 4.3.2.2 Name and Address of the Manufacturer
* 4.3.2.3 Model Number

* 4.3.2.4 Non-repetitive Serial Number or Identification Number and
Year of Manufacture

* 4.3.2.5 Material Identification and Cubicle Coefficient of Thermal
Expansion per C (F)

* 4.3.2.6 "10sec drain after 30 sec delivery” for Test Measures
30 sec drain after main flow cessation” for Provers
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Lab Requirements
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Cleaning




NIST GMP 6

Good Measurement Practice
For
Cleaning Metal Volumetric Measures



*Non-foaming Dishwashing Detergent
*Rinse with Warm Water (at least 3 times)
*Drain






Cleaning Fee

$50.00 per hour



Provers

J




Disconnected Sight Glass Mounts
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